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Drill and tap for ¥

as sign face. See “Fluorescent Sign

Drill and tap for 1Y
and plug with recessed pipe plugs.
Place perpendicular to sign panel
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mm
(e

NPS short nipple and
plug with recessed pipe plug. Same side

Lighting Equipment Integral Ballast - Sign
Control Equipment Installations™.

NPS chase nipples

3"

spaces
mm 75 m

o™

Length
2 Equal

L~——Bolt diameter

=t

\\128'

\ 25 mm_ x 127 mm x 127 mm
| " x 5" x 5%

\ Anchor bar for
\center boh‘s

— Lower edge of plate I
or angle at bottom post 11
¥ to arm connection

NOTE:

Drill holes, plugs and
handhole required on
iluminated signs only.

75 mm (3)—

& Hole
+6 mm (/4"

428

,—Axis of Sign

Traffic
direction

“\_Gusset R 19 mm x 305 mm

(3/4" X 12" Typ

75 mm (3") & Hole

backing ring
Weld Termination
Ground Smooth
~Cusset R

19 mm x 305 mm
(3/4“ x 12

SECTION B-B

6 NPS THRU 8 NPS POSTS

See Detail A//'\ — 7
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h 25 mm (') g Max ql\/q
R M g anizing \ / \(3) i
clear of buckmg rmg 78] q\_,
DETAIL A J
Width e mm_ (3, |, 2 Equal 75 mm_(3") 25 mm
2 Eaual SINGLE SIDE BOLT ﬂ spaces bort ciameter <6 mm U
ual .
spa%es 75 mm (3" ﬁ e
R=75 mm (3" o S L s 3 &2
; RN mm (3"

5

N
S
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¥

T Gusset R 19 mm x 305 mm
(374" x 12 Typ

5

7 mm x 25 mm
/e x 1
~backing ring

- —Weld Termination
Ground Smooth

~Cusset R
19 mm x 305 mm

/ i x 129

10 mm

73

Typ

See Detail A —N -7
SECTION C-C

10 NPS THRU 4 NPS POSTS

BASE PLATE DETAILS

6 mm (/4" gcap —
4

r Post wall

———0Grind edges smooth,
roughness of edges no
greater than 25 micro-meters
(1000 micro-inches).

3 mm (/g") Neoprene gasket
cemented to cover R

'-3.4 mm (0.135") thick cover 4

axis away from approaching frqfﬁo screw, Tot
See Standard Plan ES-I5C. PLAN
— Handhole and cover on
axis of sign. Required Thread lower Standard Plans $40S tack weld
Pi " on illuminated signs only. portion hex nut method optional
ipe wall - for hex nut Drill & tap A Contour contact edges of
for 6 mm (/4" & structural tubing to fit
Cap screws outside diameter of pipe
. & > Eliptical handhole cut out,
Bgckmg 9 4 Cover plate not shown
ring — \ 1
Tack weld Ty A ELEVATION Bolt head * LZS mm (") Typ
7RO _— ¢ Handhole = ¢ Pipe—*1 LTs 178 x 127 x 12.7 x 45 mm
ALTERNATIVE BAR Tx5x i x %M
- Anchor ® CONNECTIONS ELEVATION

TYPICAL DETAILS OF

HANDHOLE AND COVER 2. ?ﬂ single Eos? s‘Tgns‘ the post shall be raked out of
e sign frame level.
Ao bolt < ahread g Gymonchar boite moy B ARSI 1O e
\ mm (8% and galvanize 300 mm (12" substituted for 57 mm (2/4" bolts.
(BF-4 -
Hex nut, leveling nut Post Size Base Plate Anchor Bolts
and washers W
NPS 1 * Bolt &
‘ 50 mm (2") Min 6 70imm |Simm x 534 mm x 534 mm 8 "
; 75 m{n (3") Max (S Q2" x 21" x 21" 5lmm (2")
N mortar o [0:97 malsimm x 534 mm x 534 mm| o
K U™ 2" x 21" x 21 Simm (2%
8.8 mm(Simm x 534 mm x 534 mm "
8 | 2T ok o 8 | simm (2"
—Bar 127 mm x 25 mm g |12 mmSimm x 534 mm x 534 MM g | 5mm (2n)
[ 8" xNormalto axis of sign I2(7/2m)m @" x 21" x 21
o0 Slmm x 715 mm x 715 mm e
f/ 10| s o x 28" % 26" 8 |57 mm @4
2.7 mm| Simm x 715 mm x 7I5 mm ol /e
r J L . 2 (@ x 28" x 28" 8 |57 mm 2y
mm (3" 25 mm (") 12.7 mm|5lmm x 75 mm x 715 mm 1/
75 mm (3") —Clip outside corners for 14 (/5" (2" x 28" x 28" 8 |57 mm 24"
CIDH pipe foundation 19.0 mml Simm x 715 mm x 75 mm ‘
ANCHORAGE BOLT \ 64 m A e R
\(Bcur 127 mm x 25 mm 22) "
\ \G" x 1) "1 = Wall Thickness
g | “L
€
€
o -~
=] &l 64 mm (23"
= BAR PLAN
€|
g ANCHORAGE DETAILS
8
™ STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION
{ - OVERHEAD SIGNS-LIGHTWEIGHT
- - POST DETAILS

‘J LZS mm (")

GUSSET DETAIL

38 mm

These "Standard Plans for Construction of Local Streets and Roads" contain units in two
systems of measurement: International System of Units (SI or "metric") and United States
Standard Measures shown in the parentheses (). The measurements expressed in the
two systems are not necessarily equal or interchangeable. See the "Foreword" at the
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)
ERED CIVIL ENGINEER

July 1, 2002 @

PLANS APPROVAL DATE

Calirans now has a web sife! To get o the web sife, go fo: hitp:/ /www.dotcagov

GENERAL NOTES:
DESIGN: AASHTO Standard Specifications for
Structural Supports for Highway Signs,
Luminaires and Traffic Signals, dated 1994.

CONSTRUCTION:  Standard Specifications and the Special

Provision.

WELDING: All welding continuous unless otherwise
noted on the plans. All welding to be done
in accordance with the Standard

Specifications.

NOTES:

. Footing shall be placed with long dimensions normal
to axis of sign.

beginning of this publication.

NO SCALE

S20A

THIS STANDARD PLAN S20A INCLUDES CHANGES THAT WERE INCORPORATED IN REVISED STANDARD PLAN RSP S20A, DATED OCTOBER

26,2000, AND ISSUED AS A PART OF ERRATUM NO. 99-1 FOR THE 1999

METRIC STANDARD PLANS.
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